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MST 600VD & 600VDL

Morooka Rubber Track Carriers

The Morooka MST 600VD & 600VDL are Morooka's
medium sized machines that are small enough for
maneuverability in tight spaces, but yet large enough
to reduce the number of trips. Powered by Kubota®
engines they provide a nice boost in horsepower over
the 300 models.

Cuniact Us

Ashland, VA & Portland, OR

Morooka Dimensions 600 VD / VDL
Length 12'6"/15' 0"
Width 6'5"
Height 716" MST 600VD & 600 VDL
Min. Ground Clearance 14° Morooka Dimensions 600 VD / VDL
Gauge 49 Maximum Load 7,260 Ibs.
Track Width 20" Travel Speed (Low - High) 4.7 - 7.5 mph
Length of Dump Bed 74T Ground Pressure (empty) 3.6 psi
Width of Dump Bed 510" Ground Pressure (loaded) 7.2 psi
Weight (Ibs.) 8,800 Ibs.
Fuel Cap. (gal.) 22 gal.
Engine Mfg, Kubota® / v3307
Horse Power 76
Transmission HST
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For Morooka Parts

Morooka USA-East, LLC
11191 Air Park Road
Ashland, VA 23005

Phone: 1-877-667-6652 ; \
Fax: 1-804-752-7523 g (G0

www.MorookaCarriers.com Click HE!';

= Elick Here




